
SUNFLEX EPDM
RUBBER GRANULES
TECHNICAL DATA SHEET

 Color Palette
We hold ourselves to offering the highest quality EPDM rubber granules in the widest variety of colors. In addition 
to our usual palette of 20 colors, we may blend custom colors upon request. In accordance with the current colour 
palette. Please visit our website page.
 

 Packaging
For domestic orders, we use 25kg PP clear bags.

For Export orders, we use 25kg PP clear bags on 1000kg four-way wood pallets.

Alternative customisation options are available upon order request. 

 Type of Cargo. Pallet Size: 4-way. Number of Bags  Each Bag's Weight. Total Pallets.
   per Pallet.

 1x20ft Container 1100mm x 1100mm 36 25kg / 55lbs 20
 1x40ft Container 1100mm x 1100mm 36 25kg / 55lbs 25-30

 Storage and Handling
Keep the material dry at all times and away from direct UV rays while storing. Please follow any additional product 
information before using this product. To compensate for minor colour variations (because to natural ingredients), 
it is recommended that materials from different batches be mixed together during installation. Please keep in 
mind that no two batches will be color-matched identically. Keep in a cool, well-ventilated area. Keep the packing 
dry and well-sealed to avoid contamination and humidity absorption.

 Product Specifications
 General Properties Typical Values
 Base Polymer EPDM (Ethylene Propylene Diene Terpolymer)
 Polymer Content > 20 % (only EPDM)
 Grain Shape Angular Cut
 Grain Size 1.0 – 4.0 mm
 Grain Distribution Graph available upon request

 Physical Properties
 Property Unit Value Test Standards
 Polymer Identification by (FT-IR) - Pass NF P 90-112 (2023)
 Particle Shape  - A2 EN 14955
 Polymer Content (By TGA) % by wt 27.4 ASTM E-1131
 Thermogravimetric analysis (TGA) % 36.8 IS0 9924-1
 Ash Content % by wt 68.1 ASTM E-1131
 Density gm/cc 1.68 ASTM D-297
 Bulk Density g/cm3 0.560 EN 1097-3
 Low Boiling Materials (By TGA) % by wt 4.5 ASTM E-1131
 Tensile Strength (Before Ageing) Kg/cm2 33 ASTM D-412 Type C
 Elongation at break (Before Ageing) % 450 ASTM D-412 Type C
 Hardness (Before Ageing) Shore A 72 ASTM D-2240
 ENB % by wt 5.0 ASTM 06047 (mod)
 EP Ratio % by wt 69.0 ASTM D3900A
 Mooney Viscosity % by wt 72 ASTM 01646 (mod)

 Sunflex EPDM Rubber Granules Test Reports
Test Standards Result Laboratory
RoHS Directive Pass TUV NORD 
BS EN 71-3:2019 – Migration of certain elements Pass TUV NORD 
PAH (AFS GS 2019:01 PAK) Pass TUV NORD 
REACH-219 SVHC EC-1907/2006 Pass TUV NORD
Identification NF P 90-112 (2023) Pass LABOSPORT
Extractable Organic Halides EOX NF P 90-112 (2023) Pass LABOSPORT
Analysis of Heavy Metals Risks by Ingestion NF EN 71-3 (cat III) Pass LABOSPORT

*Additional testing data is accessible upon request.

 Introduction
Sunflex Recycling Private Limited, an Indian company located in Ahmedabad, INDIA, is an expert in the 
manufacturing of high-quality EPDM rubber granules used for sports, playgrounds, recreational surfaces and more.

EPDM rubber granules are designed to be soft, elastic, and resistant to colour fading.

The peroxide or sulphur cross-linked material combines EPDM rubber (Ethylene Propylene Diene Terpolymer) and 
selective premium rubber compounding.

Sunflex EPDM rubber granules have been used in a range of selective applications and have consistently 
demonstrated exceptional performance over the years.

 Quality Promise and Certification
Sunflex EPDM rubber granules meet ROHS, migration of certain elements, and PAH requirements (AFPS GS 2019:01 
Cat. 1) from TUV NORD.

Sunflex EPDM rubber granules meet particle size, shape, bulk density, thermogravimetric analysis (TGA), U.V 
Test/Weathering 5000 hours, extractable organic halides EOX (NF P 90-112), analysis of heavy metals risks by 
ingestion (NF EN 71-3 Cat III) standards from accredited laboratory.

Sunflex EPDM rubber granules undergo stringent and rigorous quality control measures throughout the 
manufacturing process, meeting all international testing standards.
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